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N/A0ft 3 7/16 in1ft 1 1/8 in19088334300

0ft 3 9/16 in0ft 3 7/16 in1ft 7 1/16 in1 1/29088484450

0ft 3 9/16 in0ft 3 7/16 in2ft 15/16 in29088634600

0ft 3 9/16 in0ft 3 7/16 in2ft 6 7/8 in2 1/290887874750

0ft 3 9/16 in0ft 3 7/16 in3ft 3/4 in39088934900

0ft 3 9/16 in0ft 3 7/16 in3ft 6 11/16 in3 1/2908810841050

0ft 3 9/16 in0ft 3 7/16 in4ft 9/16 in4908812341200

0ft 3 9/16 in0ft 3 7/16 in4ft 6 1/2 in4 1/2908813841350

0ft 3 9/16 in0ft 3 7/16 in5ft 3/8 in5908815341500
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Ground Line Neutral Dimmed Line 0-10V + 0-10V - Dali + Dali -

UL System Green Black White Orange Red Grey Red Orange

CE System Yellow/Green Brown Blue N/A Red Black Red Black

System Voltage

Max daisy chain length (A minimum of 18 AWG or 0.752 mm is required)

"L" Output "S" Output "H" Output "W" & "T" Outputs

UL
120VAC - 60 Hz 100 ft. 50 ft. 36 ft. 50 ft.

277VAC - 60 Hz 200 ft. 100 ft. 70 ft. 100 ft.

CE 240VAC - 50/60 Hz 45m 23m 17m 23m
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