
Output  
(Direct)1

Output  
(Indirect)1

Voltage Dimming Baffles Distribution
(Direct)

Distribution
(Indirect)

CRI Color Temp Emergency

L 510lm/ft (4W) L 360lm/ft (4W) 1 120V A No Dimming W Flat White G 15° - Grazer B Batwing 8 +80 27 2700K 0 no

M 1090lm/ft (9W) M 690lm/ft (9W) U2 Universal 
120V  
to 277V

B 0-10V to 1% B Flat Black W 25° - Washer L Opal 9 +90 30 3000K 9 90 mins

H 1770lm/ft (15W) H 1220lm/ft (15W) C 0-10V to Fade-off N Black Nickel 35 3500K

V 2530lm/ft (22W) V 1450lm/ft (19W) D DALI to 1% C Specular Chrome 40 4000K

D 890lm/ft  (9W) D 790lm/ft  (12W) E ELV Dimming G Bright Gold WD4 3000K- 1800K

W 1700lm/ft  (18W) W 1510lm/ft  (22W) F DMX E Diffuse Gold TW5 2700K - 5000K

U 1940lm/ft  (12W) U 1140lm/ft  (12W) G3 LUTRON  X Custom

A 3130lm/ft  (22W) A 1890lm/ft  (22W)

Series Mounting Nominal Length Body Finish

BIWO A4 Pendant (Aircraft 
Cable-4')

24 24" W White

30 30" B Black

P2 Pendant (Rigid 
Stem-2')

36 36" G Grey

42 42" X Custom 
RAL

P3 Pendant (Rigid 
Stem-3')

48 48"

54 54"

P4 Pendant (Rigid 
Stem-4')

60 60"

XX Custom 

LX Elbow

For exact lengths refer 
to dimensions table.



SET BACK X =1/8 to 1/6 WALL HEIGHT

SPACING = X X / 2

SET BACK = FROM 3" to 8"
ACCORDING TO WALL HEIGHT AND TEXTURE

 3" to 6"
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24'' 36'' 48'' 60''

Height Width Actual Length Actual Length Actual Length Actual Length 

mm inch mm inch mm inch mm inch mm inch mm inch

Pendant 105 4 1/8 55 4 3/16 608 23 15/16 908 35 11/16 1208 47 7/16 1508 59 3/16

Output Watts CRI +80 CRI +90

STATIC-WHITE 2700K 3000K 4000K 2700K 3000K 4000K

L 4W 490lm 510lm 640lm 410lm 420lm 450lm

M 9W 1050lm 1090lm 1160lm 870lm 900lm 970lm

H 15W 1700lm 1770lm 1880lm 1410lm 1460lm 1580lm

V 22W 2430lm 2530lm 2680lm 2020lm 2080lm 2250lm

DIM-TO-WARM 
3000K~1800K

3000K

D 9W 890lm

W 18W 1700lm

TUNABLE WHITE 
2700K~5000K

2700K 5000K 2700K 5000K

U 12W 1590lm 1940lm 1370lm 1480lm

A 22W 2580lm 3130lm 2210lm 2390lm

Output Watts CRI +80 CRI +90

STATIC-WHITE 2700K 3000K 4000K 2700K 3000K 4000K

L 4W 350lm 360lm 390lm 290lm 300lm 320lm

M 9W 660lm 690lm 750lm 550lm 580lm 600lm

H 15W 1170lm 1220lm 1320lm 970lm 1020lm 1070lm

V 19W 1390lm 1450lm 1570lm 1140lm 1200lm 1270lm

DIM-TO-WARM 
3000K~1800K

3000K

D 12W 790lm

W 22W 1510lm

TUNABLE WHITE 
2700K~5000K

2700K 5000K 2700K 5000K

U 12W 1000lm 1140lm 830lm 920lm

A 22W 1670lm 1890lm 1380lm 1530lm


