
P/O Mounting Trim Color Ref. Color IP Rating Optics Type LED CRI LED CCT Accessories  
(Secondary)

C2 R0 Round Trimless F W White W Flat White D Dry S 10° 9 90 27 2700K N No Accessories

R1 Round Trim B Black B Flat Black W Wet M 25° 30 3000K T Clear Lens

S Grey N Black Nickel F 35° 35 3500K L Diffuse lens

X Custom C Specular Chrome 40 4000K F Solite Lens

D Diffuse Chrome WD 3000K - 1800K

G Bright Gold TW6 2700K - 5000K

E Diffuse Gold 

C2 L1 6W (600lm) 1 120V 0 Non-Dim R Remodel N No

H1 10W (800lm) 2 220V 1 0-10 to 1% N Non-IC 9 90 mins

D2 7W (450lm) U4 Universal 
120V to 277V

2 0-10  
fade-off

I5 IC

U3 7W (520lm) D Dali A5 Airtight

P Phase ELV & 
Triac

0 No Housing

L Lutron

X DMX

Series Power/Output Voltage Control Housing Emergency



Max. 3,420cd 1,000lmMax. 7,550cd 1,000lm



Output Watts CRI +90

STATIC-WHITE 2700K 3000K 4000K

L 6W 580lm 600lm 640lm

H 10W 770lm 800lm 830lm

DIM-TO-WARM 
3000K~1800K

3000K

D 7W 450lm  

TUNABLE WHITE 
2700K~6500K

2700K 6500K

U 7W 400lm 520lm


