
C4-W S1 Square Trim W White L 10W (1108lm) 1 120V 0 Non-Dim

S0 Square Trimless B Black M 12W (1345lm) U2 Universal 
120V to 277V

1 0-10 to 1%

S2 Square Trim  
with Constant 
Force Spring

S Grey H 18W (1681lm) 2 0-10  
fade-off

X Custom V 22W (1718lm) D Dali

S3 Square Millwork P Phase ELV 
& Triac

L Lutron

X DMX

Series Mounting Trim Color Output1 Voltage Control

Housing Ref. Color IP Rating Optics Type LED CRI LED CCT Emergency Accessories

R Remodel W Flat White D Dry M 24° 8 80 27 2700K N No 0 No Accessories

N Non-IC B Flat Black W Wet 9 90 30 3000K 9 90 mins

I3 IC N Black Nickel T Thrive 35 3500K

A3 Airtight C Specular Chrome 40 4000K

D Diffuse Chrome WD4 3000K - 1800K

G Bright Gold TW5 2700K - 5000K

E Diffuse Gold CC RGBW

X Custom







Output Watts CRI +80 CRI +90

STATIC-WHITE 2700K 3000K 4000K 2700K 3000K 4000K

L 10.35W 710lm 740lm 760lm 610lm 640lm 650lm

M 12W 940lm 990lm 1010lm 810lm 850lm 860lm

H 18W 1180lm 1230lm 1260lm 1010lm 1060lm 1670lm

V 22.1W 1690lm 1720lm 1720lm

DIM-TO-WARM 
3000K~1800K

3000K

L 10W 600lm  

M 12W 770lm

H 16W 850lm

V 20W 1170lm

TUNABLE WHITE 
2700K~6500K

2700K~6500K

L 10W 630lm~730lm

M 12W 730lm~850lm

H 18W 960lm~1120lm

RGBW

L 4W

TOTAL 16W

R G B W

60lm 360lm 70lm 250lm


