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BOLLARD SQUARE

Series Height Body Finish Output
TOS 12 300mm [B  Black L' 10W (1200Im)
24 600mm |G Grey M' 20W (2210Im)
36 9004mm| W White H'  30W (3310Im)
X Custom RAL
Notes:

' Denotes output at 3000K, unless otherwise noted.
2 Hi-lume, Vive, and Athena compatible.

Consult factory for lead-times.
Consult factory for systems using multiple optics and mounting configurations.

:

As an infegral part of the broader outdoor collection, our bollards reflect the
quietly bold character of the Brand. Their refined, minimalist geometry integrates
seamlessly into diverse architectural environments, allowing the quality of light

to define the space.

With multiple optical distributions available, architects and designers can
precisely calibrate mounting heights and on-center spacing to meet demanding
illumination and uniformity targets - while ensuring exceptional visual comfort

and controlled glare.

CONSTRUCTION

LIGHT SOURCE

Product Type : Bollard

Body Material : Aluminum

Body Finish : Black / Grey / White
Custom RAL

IP Rating : IP66

IK Rating : IKO8

INSTALLATION

Environment : Outdoor
Mounting : Bollard

Indirect Light Source : Hi-Power LEDs
Luminous Output : Up to 3640Im

Light Source CCT : 3000K / 3500K 4000K
Color Rendering Index : Ra70 - Ra80
Lifetime : L80 B10 @ 70,000 Hrs

ELECTRICAL

Input Voltage : 120V / 220V - 240V / UNV
120-277V - 50Hz/60Hz

Driver Type : Integral

Dimming : 0-10V / DALl / ELV / DMX / Lutron

OPTICS Hi-Lume
Optical Distribution : Type , I, Ill, IV Code Compliance : ETL / CSA / CE
Code example: TOS-12W-L1B-2-8-30
Voltage Dimming Distribution CRI CCT
1 120V A No Dimming Typel 7 +7/0 30 3000K
2 220V-240V B 0-10Vio1% Typel 8 +80 35  3500K
U Universal 120 to 277V D DAllto1% Type il 40  4000K
E  ELVDimming Type V
F  DMX
G? LUTRON
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OPTICAL FLEXIBILITY
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MOUNTING FLEXIBILITY
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Output Watts
STATIC-WHITE 3000K 3500K 4000K
L Tow 1200 Im 1260 Im 1320 Im
M 20W 22101m 2320 Im 2430 Im
30W 33101Im 3470 Im 3640 Im
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