BILLET orAL

Recessed with Trim

- Lambertian distribution.

- Wide uniform emission (120°).
- Soft ambient lighting.
- 1115 Im/m to 4760 Im/m.

Body Material

2 1P20 @ @ C € @.

Extruded Aluminum

Safety Chicago Plenum
Warranty 5Years

Light Source Mid Power LEDs
Lifetime L80/B10 @ 70,000 hours
Power Range 16W/m to 66W/m

BIOR12WL2BOL9270

Type Mounting Length
BIO R 24
Recessed with 600 mm
Trim
! 36
900 mm
48
1200 mm
60
1500 mm
Notes:

1. Static and dim to warm outputs are at 3000K.

2. Run length: it is an increment of 1ft for lengths above 5ft with the combinations of the standard lengths.
3. RGBW only available with DMX dimming.

Body
Finish

w

White

B

Black

4. Athena Node compatibility available upon request.
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Power

L

16 W - 1181
Im/m

M

33 W - 2362
Im/m

H

49 W - 3543
Im/m

\'

66 W - 4528
Im/m

Voltage

2

240-220V

Delivered Lumen Range
Dimensions

Driver
Code Compliance
CRI
CCT
Control Diffuser Optics
Type
A (0] L
Non-Dim Opal
B
0-10to 1%
D
DALI to 1%
E

ELV Dimming

Lambertian

bold
optical
lighting
device

QOO

1115 Im/m to 4760 Im/m

Refer to Dimensions Table
Integral / Constant Current
CCEA/CSA/CE/ETL

90+

2700K / 3000K / 3500K / 4000K

CRI CCT Emergency

9 27 N

90+ 2700K No

30

3000K

35

3500K

40

4000K
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Optical Flexibility:

LAMBERTIAN DISTRIBUTION

120° Beam Angle (Lambertian)

Lambertian distributions are optimal for
general lighting, providing a soft and uniform
illumination on both horizontal and vertical

surfaces.

Billers opal lens is ideal for commercial,
retail, institutional, and any other
environment where comfortable and even
illumination is needed.

Max. 370 cd 1,000 Im
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Delivered Lumen Output:

Per Meter
Output Watts CRI +90
STATIC-WHITE 2700K 3000K 3500K 4000K
L 16W 11151Im 1181 1m 1214 Im 1230 Im
M 33w 2231 1Im 2362 Im 2428 Im 2477 Im
H 49W 3346 Im 3543 Im 3642 Im 3724 Im
\' 66W 4281 Im 4528 Im 4659 Im 4757 Im
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Mounting Flexibility:
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