
BILLET OPAL
Pendant

Key Features:

- Lambertian distribution.
- Wide uniform emission (120°).
- Soft ambient lighting.
- 340 lm/ft to 1450 lm/ft.

 

Technical Data:

Body Material Extruded Aluminum
Safety Chicago Plenum
Warranty 5 Years
Light Source Mid Power LEDs
Lifetime L80/B10 @ 70,000 hours
Power Range 5W/ft to 20W/ft

Delivered Lumen Range 340 lm/ft to 1450 lm/ft
Dimensions Refer to Dimensions Table
Driver Remote / Constant Voltage
Code Compliance CCEA / CSA / CE / ETL
CRI 90+

CCT 2700K / 3000K / 3500K / 4000K /
Tunable White

Code:
Code Example: BJOP12WL1IOL9270

BJO

Type Mounting

 

 
Length Body

Finish
Power Voltage Control Baffles

Finish
Optics
Type

CRI CCT Emergency

BJO P
Pendant

12
12 inch

24
24 inch

36
36 inch

48
48 inch

60
60 inch

XX
Custom

W
White

B
Black

G
Grey

X
Custom

Mono:

L
5 W - 360
lm/ft

M
10 W - 720
lm/ft

H
15 W - 1080
lm/ft

V
20 W - 1380
lm/ft

1
120V

2
240-220V

U
Universal 120
to 277V

H
Non-Dim

I
0-10 to 1%

K
DALI to 1%

L
ELV

M
DMX

N
Lutron

W
Flat White

B
Flat Black

N
Black Nickel

C
Specular
Chrome

E
Diffuse Gold

X
Custom

L
Opal

9
90+

27
2700K

30
3000K

35
3500K

40
4000K

TW
2700K - 5000K

N
No

9
90 mins

Notes:

1. Static and dim to warm outputs are at 3000K.
2. Lutron Dimming: Hi-Lume, Vive, and Athena compatible.
3. RGBW only available with DMX dimming.
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Optical Flexibility:

LAMBERTIAN DISTRIBUTION

Lambertian distributions are optimal for

general lighting, providing a soft and uniform

illumination on both horizontal and vertical

surfaces.

Billers opal lens is ideal for commercial,

retail, institutional, and any other

environment where comfortable and even

illumination is needed.
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Delivered Lumen Output:
Per Linear Foot

Output Watts CRI +90

STATIC-WHITE 2700K 3000K 3500K 4000K

L 5W 340 lm 360 lm 370 lm 375 lm

M 10W 680 lm 720 lm 740 lm 755 lm

H 15W 1020 lm 1080 lm 1110 lm 1135 lm

V 20W 1305 lm 1380 lm 1420 lm 1450 lm
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Mounting Flexibility:

PENDANT
   

Actual (inch)

L = 12 3/16" I 24 1/8" I 35 15/16" I 47 3/4" I 59 9/16" I

Continuous runs

W = 2 3/16"

H = 2 5/8"

X = 59" or 118"

Note:

Pendants are provided with a default 5ft gray electric feed. Please request a modification if a different length or color is required.
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